
WHY ARE WE TESTING?

FORD LIVONIA TRANSMISSION PLANT:
BOSTON BEACON PROJECT

TO BE GOOD 
NEIGHBORS:

While making upgrades to our 
facility we discovered vinyl 
chloride from previous 
manufacturing processes. To 
be transparent, proactive and 
good neighbors, we want to 
make sure you are kept 
informed and, most 
importantly, know there is no 
impact to your home’s 
drinking water.

TO ADDRESS 
AFFECTED 
UNDERGROUND 
WATER/ PROTECT 
THE ENVIRONMENT:
Ford is investigating the issue 
to determine the potentially 
affected area and verify if any 
additional action is required. 
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9-12 ft: Non-detect
12-15 ft: 0.29 ppb
16-19 ft: 2.7 ppb
20-23 ft: 1.8 ppb

8-11 ft: 0.57 ppb
13-16 ft: 1.8 ppb
17-20 ft: 3.9 ppb
21-24 ft: 1.3 ppb

7-10 ft: 4.3 ppb
10-13 ft: 5.6 ppb
14-17 ft: 1.9 ppb
23-26 ft: Non-detect

8-11 ft: 2.6 ppb
14-17 ft: Non-detect
17-20 ft: Non-detect

8-11 ft: 2.8 ppb
12-15 ft: 12 ppb
15-18 ft: 28 ppb

8-11 ft: 0.34 ppb
12-15 ft: 1.7 ppb
15-18 ft: 7.39 ppb

7-10 ft: 1.1 ppb
12-15 ft: 0.75 ppb
15-18 ft: Non-detect

8-11 ft: Non-detect
12-14 ft: 8.4 ppb
15-18 ft: Non-detect

7-10 ft: 4.9 ppb
12-15 ft: Non-detect
16-19 ft: Non-detect
21-24 ft: Non-detect

9-12 ft: Non-detect
14-17 ft: Non-detect
17-20 ft: 0.45 ppb

9-12 ft: Non-detect
16-19 ft: 0.29 ppb
20-23 ft: Non-detect
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SCALE IN FEET

Vinyl Chloride 75014 2.0 2.0 13 1,100 13,000 2.76E+06 33,000

Abstract
Service 
Number

Drinking 
Water 
Criteria

Nonresidential
Drinking
Water
Criteria

Groundwater
Surface 
Water

Interface 
Criteria

Residential
Groundwater
Volatization
to Indoor Air
Inhalation 

Criteria

Nonresidential
Groundwater
Volatization
to Indoor Air
Inhalation 

Criteria
Water 

Solubility

Flammability
and Explosivity

Screening Level

Ford needs to find the extent of any impact above the state’s most stringent criteria for vinyl chloride, 2.0 ppb. 
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